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2024/10/30  Engineering Department

Change Notice
Contact No. 416

GW Series
Change to Method of Identification on
GW Series Rockers & Paddles

Effective Date
Change to the method of identification for GW Series will be effective May 2025.
However, the date may be subject to change depending on inventory of the products. 

Type of Change:
Engineering
Product

Part Number
Appearance

Changes for GW Series 
Rockers & Paddles

There will be a revision to the method of identification on GW Series Rockers and Paddles for 
both illuminated and nonilluminated models. Previously, the part number and other identifying 
marks have been printed on the switch body; the method will be changed to laser etching. 
This change will apply to standard and custom GW Series Rockers and Paddles.  
Effected standard part numbers for GW Series are on the table below.

Notes
There are no changes to the switches’ dimensions or specifications.
Contact information is below if more details are needed.

Identification
Before Change After Change

Method of Application
for Part Number &  

Other Identifying Marks
Printed on Switch Body Laser Etched on Switch Body

Effected Standard Part Numbers for GW Series Rockers & Paddles

Nonilluminated Switches Illuminated Switches

GW12RBP GW12LCP GW22RHP GW12LJP
GW12RBH GW12LCH GW22RHH GW12LJPC
GW12RBV GW12LCV GW22RHV GW12LJPD
GW12RCP GW12LHP GW22LBP GW12LJPCF
GW12RCH GW12LHH GW22LBH GW12LJH
GW12RCV GW12LHV GW22LBV GW12LJHC
GW12RHP GW22RBP GW22LCP GW12LJHD
GW12RHH GW22RBH GW22LCH GW12LJHCF
GW12RHV GW22RBV GW22LCV GW12LJV
GW12LBP GW22RCP GW22LHP GW12LJVC
GW12LBH GW22RCH GW22LHH GW12LJVD
GW12LBV GW22RCV GW22LHV GW12LJVCF
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